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*Compressed. Compressed speciý cations assume a 2:1 compression ratio. Compression 
capacity and throughput will vary dependent upon type of data and system coný guration. 
All speciý cations are subject to change without notice.

Å Supports up to two Ultrium Ê LVD SCSI LTO-2 
drives,one LVD SCSI LTO-3 drive or one native Fibre 
Channel LTO-3 drive 

Å Base unit is kitted with one 12-cartridge magazine that 
includes one Import/Export (I/E) port

Å Delivers up to 4.8 to 19.2 TB* of capacity at a transfer 
rate of up to 173 GB/hr to 576 GB/hr* 

Å Easily and inexpensively double your speed by upgrading 
to a second UltriumÊ LTO-2 drive, even when installed 
in a rack, creating one of the worldôs ý rst 2U dual drive 
LTO libraries

Å Uses an intuitive, user-friendly LCD interface to guide 
you through coný guration, status,diagnostic, and help 
functions

Å Featuring Automation/Drive Interface (ADI) that reduces 
cost, increases automation reliability to ensure greater 
end user simplicity

Å Capacity on demand Field Upgradeable from LTO-2 to 
LTO-3  SCSI or FC by simply swapping the LTO-2 drive 
for an LTO-3 drive, even when installed in a rack

ExaBoticsÊ is Exabyteôs award-winning, patented robotics, 
built on its 18-year legacy of superior engineering, quality 
and reliability. Exabyte engineers specify conservative 
electronics and utra-reliable mechanical components that 
undergo intensive testing to ensure data security, acces-
sibility and retrievability. Automation systems are designed 
to share electronics and processor architecture with drives, 
adding to reliability and economies of scale. Similarly, 
Exabyteôs self-calibrating, self-correcting ý rmware mirrors 
the simple, clean mechanical engineering offered through 
Exabyte ExaBotics.

For greater data security when storing data to tape, a Write 
Once, Read Many (WORM) storage method may be used to 
store data in a non-erasable, non-rewritable format.  This is 
intended to assist in supporting the long-term retention of 
data and to meet the requirements of many regulatory 
bodies worldwide.  This productôs LTO-3 tape drive is 
WORM-ready. NOTE: Because standard read/write LTO 
tape cartridges are incompatible with the WORM feature, a 
specially formatted WORM tape cartridge is required. The 
400GB WORM cartridge is identiý ed by its unique color, and 
includes advanced security features designed to prevent 
the alteration or deletion of stored data.



Magnum 224 ConfigurationsMagnum 224 Configurations                                                                           Exabyte Part #Exabyte Part #
Magnum 224 Library, LVD, Kitted (LTO-3)                                                      270052-100
Magnum 224 Library,FC,Kitted (LTO-3)                                                          270052-150
Magnum 224 Library, LVD, Kitted (LTO-2)                                                      270052-200

Magnum 224 OptionsMagnum 224 Options                                                                                       Exabyte Part #Exabyte Part #
LTO-2 LVD add-on drive                                                                              1014771
LTO-3 LVD upgrade drive                                                                               1014767
LTO-3 Native FC upgrade drive                                                                     1014769                  
12-Slot left hand (LH) upgrade magazine                                                        1014765
12-Slot right hand (RH) magazine with I/E port                                                  1015310

Warranty UpliftsWarranty UpliftsÀ                                                                                               Exabyte Part #Exabyte Part #
2-year Premium On-site Service Warranty Extension                                     1015695
1-year Ultimate On-site Service Warranty Uplift                                             1015694
3-year Ultimate On-site Service Warranty Uplift                                             1015696
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Capacity Native/Compressed 
   With LTO-2: 2.4TB/9.6TB
   With LTO-3: 4.8TB/19.2TB

Transfer Rate Native/Compressed
   With LTO-2: 86GB/346GB/hr
   With LTO-3: 288GB/576GB/hr

Dimensions (LxWxD)
   30.53 x 17.57 x 3.45 inches
   77.54 x 44.63 x 8.75 centimeters

Shipping package:
   35.94 x 22.5 x 11.1 inches
   91.3 x 57.15 x 28.19 centimeters

Rack height:
   2U

Weight
    43 lbs. (19.5 kg)
   Shipping weight: 61 lbs. (27.7 kg)

Agency Certifications
   CE, UL, CUL, FCC-A, VCCI, 
   C-TICK, GS, IEC-60950-1, 
   WEEE, ROHS

Warranty
   1-year warranty with 5x9 next 
   business day on site service (OSS).**

Interface
   LVD SCSI
   Native Fibre Channel

Reliability
Mean exchanges/swaps between 

   failures: >250,000
   Tape Drive Mean Time Between 
   Failures (MTBF):  >250,000
   Mean time to repair: <20 minutes
   Non-disruptive serviceability: drive 
   FRU, no disconnection of interface 
   cables required, Ethernet and serial 
   ports for diagnostics and reporting

Environment
   Operating temperature:
   10ÁC to 40ÁC (50ÁF to 104ÁF)
   Nonoperating temperature:
   -40ÁC to 65ÁC (14ÁF to 149ÁF)
   Relative humidity,  noncondensing, 
   operating:  20% to 80%
   Relative humidity,  noncondensing, 
   non-operating:  10% to 90%

Power
   Voltage: 100 to 240 VAC, 50 to 60 Hz
   Library (maximum operating): 
   65 Watts RMS
   Auto-switching power supply
   
Software Compatibility
Compatible with all major backup appli-
cations and operating systems. For up to 
date compatibility information please visit 
our website at www.exabyte.com

The Magnum 224 Library is part of an entire family of LTO automation products.  
Visit our website at www.exabyte.com to see how you can benefit from the Exabyte 
automation advantage.

Installation Services
Take advantage of Exabyteôs technical expertise with Magnum 224 Professional Installation 
Service.  For a nominal fee, we will do the installation and have your Magnum 224 Library
up and running in no time.  Magnum 224ôs professional installation will be performed by an 
Exabyte engineer.  

Professional installation includes:

Å Unpacking of the Magnum 224 Library and associated accessoriesMagnum 224 Library and associated accessoriesMagnum 224 Library
Å Installation of add-on drives and accessories
Å Veriý cation that all drives are recognized on the bus and successfully addressed
Å Troubleshooting and resolving hardware issues that may arise during installation
Å ñBest effortò integration in identifying/overcoming library-related interoperability issues.

Contact Exabyte at solutions@exabyte.com for more information on available services or 
to arrange for your professional installation.

*Compressed specifications assume a 2:1 
compression ratio. Compression capacity and 
throughput will vary dependent upon type of data 
and system configuration. All specifications are 
subject to change without notice. ** United States 
of America only. ÀMay not be available 
in certain geographical locations.

É2006 Exabyte Corporation trademarks: 
Exabyte, EZ17, M2, VXA, and VXAtape are 
registered trademarks; ExaBotics, MammothTape, 
and SmartClean are trademarks; SupportSuite 
is a service mark. Other trademarks: Linear T
ape-Open, LTO, the LTO Logo, Ultrium and the 
Ultrium Logo are trademarks of HP, IBM, and 
Quantum in the US and other countries. All other 
product names are trademarks or registered 
trademarks of their respective owners.
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1-800-EXABYTE

Exabyte Corporation
2108 55th Street
Boulder, CO 80301 USA
(303) 442-4333
www.exabyte.com
sales@exabyte.com

End-User/Product Info: 
1-800-EXABYTE

Reseller Sales Support:
1-800-774-7172

Technical Support:
www.exabyte.com/support

Government Sales:
1-800-292-4688

Asia Pacific: (65) 6271 6331
Singapore APAC HQ:
61 Robinson Road #12-01
Robinson Centre
Singapore 068893
Tel: (65) 6271 6331
Fax: (65) 6271 6343
Email: ASIAexb@exabyte.com

                                                             
Australia: 61 (2) 9929 9770
Beijing: 86 (10) 6841 8850
Shanghai: 86 (21) 6354 1690/1696
Hong Kong: (852) 2295 6370

Asia Pacific Services & Support:
Singapore APAC HQ:
Tel: (65) 6271 3711
Fax: (65) 6271 1634
Email: APservices@exabyte.com

Australia: Toll Free 1 800 350 350
China: 86 (21) 6354 1690
Hong Kong: (852) 2295 6370
New Zealand: Toll Free 0 800 949 422
www.exabyte.com/apac

Latin America: Tel: (303) 417-5700
    Argentina: Tel: 001-800-200-1111
     ð at the tone dial 
         1-800-982-6369
    Brazil: Tel: 000 811 728 0552
    Chile: Tel: 1230 020 2007
    Mexico: Tel: 95 800 887 6745

Europe:
    France: Tel: +33 (0)1 69353340
    Email: info-france@exabyte.com

    Germany: Tel: +49 (0)610 495 5650
     Email: info-deutschland@exabyte.com 

    UK: Tel: +44 (0)845 603 3654
    Email: info-uk@exabyte.com

    www.exabyte-europe.com
    europe-info@exabyte.com


